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MATERIAL SAFETY DATA SHEET 

 
SPARKO PEARL POWDER 
 
IDENTIFICATION 
 
Product Code    : PEARL POWDER 
Dangerous Goods Class  : 3  
Packaging Type   : KG 
Use     : Pearl Powder for wood & metal based 
 
 
HAZARDS CLASSIFICATION 
 
Swallowing    : No evidence of harmful effects from available 
information 
Skin Absorption   : No evidence of harmful effects from available 
information 
Inhalation    : Trace component and residual monomer vapours may be  

irritating to the eyes, mucous membrane, respiratory  
tract, and may produce symptoms of headache and/or  
nausea in poorly ventilated areas. 

Eye Contact    : Direct contact may cause eye irritation.  
 
  
COMPONENTS  
 
Pearl Powders    : 100% 
 
PHYSICAL DATA AND CHEMICAL PROPERTIES 
 
Melting Point    : 660 deg C 
Initial Boiling Point   : NA 
Flash Point    : Not Applicable (Aqueous Solution)    
Vapour Pressure   : NA hPa at 20 deg C 
Specific gravity   : 2.69 g/cm3 
Solubility in Water   : Insoluble 
Form     : Powder 

SPARKO
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Color     : Pearl 
Odor     : None 
 
 
FIRE AND EXPLOSION HAZARD DATA 
Extinguishing Media Use dry inert materials (sand) or class ABC or D 

extinguishing agent. 
Not qualified extinguishing media Waterjet; Carbon Dioxide 
Fire/Explosion Protection Avoid any source of ignition. Do not leave 

residues. Do not clean residues with a vacuum 
cleaner. 

  
ACCIDENTAL RELEASE MEASURE 
Collect large spills mechanically and transfer waste to a leakproof container. Do not use a vacuum  
cleaner. 
 
Handling and Storage 
Handling Close used containers carefully. 
Storage Store away from combustible materials, fire, heat, 

and humidity at ambient temperature. 
 
EXPOSURE CONTROLS/PERSONAL PROTECTION 
Protective Measures Avoid contact with skin and eyes. 
Hand Protection Impervious globes 
Eye Protection Safety glasses 
Hygiene Measures When handling product do not eat, drink, smoke 

or snuff. Clean hands with water and soap. Take 
off all contaminated clothing. 

 
REACTIVITY/STABILITY DATA 
Thermal Decomposition Product burns at temperature > 500 deg C. 
Hazardous Reaction Reacts with acids or alkalis to form hydrogen gas. 

Keep away from strong oxidizing agents. 
Hazardous Decomposition Products Not Known 
 
TOXICOLOGICAL INFORMATION 
Oral Toxicity (LD 50) Non-Toxic; No chronic effects known 
Dermal Toxicity (LD 50) Non-Toxic; No chronic effects known 
Inhalation Toxicity (LC 50) Non-Toxic; No chronic effects known 
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ECOLOGICAL INFORMATION 
Advise authority if substance has entered a watercourse or sewerage or has contaminated soil or 
vegetation. Take measures to minimize effect on the ground water. 
 
Dispose material in accordance with local, state and foreign regulations 
 
 
HEALTH & SAFETY AND HAZARD INFORMATION 
 
HEALTH & SAFETY: 
 
Proper use of this product will not result in occupational hazards. 
 
HANDLING & STORAGE: 

 
EYE PROTECTION: Chemical type goggles is recommended.  Eyewash stations in the 

work area are also recommended 
RESPIRATORY PROTECTION: Proper respiratory equipment must be worn at all times when 

handling or using this product. 
SKIN PROTECTION: Proper protective gloves should be worn.  Proper body protective 

gear is recommended. 
VENTILATION:  Proper ventilation is required. Other equipment used must be 

resistant to explosion. 
STORAGE: Material must be stored in a cool dry area. 
 
 
EMERGENCY AND FIRST AID: 

 
EYE CONTACT:  Thorough flushing with water for at least 15 minutes.  Get immediate medical     

assistance. 
SKIN CONTACT: Wash areas of contact repeatedly with soap and water.  Seek immediate medical 

assistance if irritation persists. 
INGESTION: NEVER INDUCE VOMITING.  Seek immediate medical assistance. 
INHALATION: Prevent further exposure. Seek immediate medical assistance if dizziness, 

nausea or unconsciousness is experienced. 
IMPORTANT!:    The product, if inhaled/breathed into the lungs, may cause chemical   
pneumonitis. Treat as required. 
 



                                                                                                      
FIRE AND EXPLOSION HAZARD: 
 
Fire Extinguishing:    Dry Chemicals, Carbon Dioxide, Foam and Water Fog 
Special fire fighting equipment: Self-contained breathing apparatus should be used by Fire 

fighters. 
 
SPILLS OR LEAKS: 
 
Small spills can be washed off with large amounts of water; spills of a larger scale must be 
PROPERLY DISPOSED. The product may be toxic to aquatic lives; DO NOT dispose in natural 
bodies of water.  Proper protective equipment should be worn. 

 
   

WASTE DISPOSAL: 
 
Make sure that all ignition sources are not present.  Use fire retardant treated sawdust, earth, etc.  to 
absorb the material. Place in proper disposal receptacles.  Waste disposal facilities that are in 
accordance with local laws and regulations must be employed to dispose of the material. 
 
 
 
The data and information contained in this Material Safety Data Sheet is provided to the best of our knowledge and ability on  existing 
hazards, properties and handling of this product as recommended.  It is recommended that the user tests the product according to its 
purpose.  The user is responsible for the proper, safe and lawful use of this product.  The information contained in this MSDS is subject 
to change without further notice. ©20 
 



 
PRODUCT SPECIFICATION SHEET 

 

 
Product Description  : PEARL POWDERSPARKO  
Product Code   : none        
    

 
Pearl Powder item used to provide metallic finish for wood & metal based. 
Pearl Powders     : 100% 
Form      : Powder 
Color      : Pearl 
 

 
Bedroom Furniture, Billiard Tables, Bookshelves, Interior Doors, Dining and Kitchen Chairs, 
Dining Tables, Wall Units, Interior Wall Panels, Etc. Items made of timber/wood, rattan,  
 

 
Color Availability    : Pearl Powder 
Compatibility : Suitable for Nitrocellulose (NC), Vinyl, and Polyurethane (PU) coatings. 
     
Melting Point    : 660 deg C 
Initial Boiling Point   : NA 
Flash Point    : Not Applicable (Aqueous Solution)    
Vapour Pressure   : NA hPa at 20 deg C 
Specific gravity   : 2.69 g/cm3 
Solubility in Water   : Insoluble 
 

 
Proper personal protective equipment must be worn while using this product. Store away from 
heat, sun light, humidity, and evaporative chemicals.  
 
IMPORTANT!   The product, if inhaled/breathed into the lungs, may cause 

chemical pneumonitis. Treat as required. 
 
 
 

CHEMICAL IDENTIFICATION 

HEALTH AND SAFETY 

PRODUCT FEATURES 

SUITABLE WOOD-BASED SUBSTRATES 

CHARACTERISTICS 



WASTE DISPOSAL: 
 
Make sure that all ignition sources are not present.  Use fire retardant treated sawdust, earth, etc.  
to absorb the material. Place in proper disposal receptacles.  Waste disposal facilities that are in 
accordance with local laws and regulations must be employed to dispose of the material. 
 
 

The information contained in this product specification sheet has been provided based on our laboratory results. The type, quality and 
characteristics of substrates used, the environment of the end-user, individual systems or processes employed by the end-user and other 
conditions are elements which are beyond our control and we therefore recommend that the end-user test the product for the specific 
application, substrate required under the en-users environment and other working conditions. Sparko will not be held liable for damages 
to the improper use of our products. All information stated above are subject to change without prior notice. ©20 


