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MATERIAL SAFETY DATA SHEET 
 

1.CHEMICAL PRODUCT  

Name: SPARKO LEAF  

Use: gilding 

2.COMPOSITION /INFORMATION ON INGREDIENTS 

86% Copper 
14 % Zinc 

3.HAZARD IDENTIFICATION 

Not applicable 

4.FIRST-AID MEASURES 

IN CASE OF SKIN: IMMEDIATELY WASH SKIN WITH SOAP AND COPIOUS AMOUNTS OF 
WATER. 
IN CASE OF EYES CONTACT: IMMEDIATELY FLUSH EYES WITH COPIOUS AMOUNTS OF 
WATER FOR AT LEAST 15 MINUTES. 
IF INHALED: REMOVE TO FRESH AIR. 
IF SWALLOWED:  WASH OUT MOUTH WITH WATER. GIVE WATER ONLY IF PERSON IS 
CONSCIOUS. 

CALL A PHYSICIAN 

5.FIRE FIGHTING MEASURES 

EXTINGUISHING MEDIA: WATER SPRAY, CARBON DIOXIDE, DRY CHEMICAL 
POWDER OR APPROPRIATE FOAM. 
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SPECIAL FIREFIGHTING PROCEDURES: WEAR SELF-CONTAINED BREATHING 
APPARATUS AND PROTECTIVE CLOTHING TO PREVENT CONTACT WITH SKIN AND 
EYES.  
UNUSUAL FIRE AND EXPLOSIONS HAZARDS: UNDER FIRE CONDITIONS, MATERIAL 
MAY DECOMPOSE TO FORM FLAMMABLE AND/OR EXPLOSIVE MIXTURES IN AIR.  
 
6.ACCIDENTAL RELEASE MEASURES  
 
Personal precautions: use the means of protection mentioned in paragraph 8,  
Environmental precautions: keep away from drainage channels or watercourses,  
Methods for cleaning: remove, collecting the material in a container.  
 
7.HANDLING AND STORAGE 
 
Personal precaution measures: avoid contact with molten or high temperature material; 
wash skin after handling 
 
Storage: keep tightly closed. Store in a cool dry place. 
 
Prevention of fire and explosion: keep from contact with oxidizing materials. Minimize dust and 
scraps generation and accumulation.  
 
8.EXPOSURE CONTROLS/PERSONAL PROTECTION 
 
Exposure limits for workers: no exposure limits for workers 
In working to maintain a good ventilation and air replacement.  
In the case of working with the material at high temperatures protect the eyes and skin. 
 
Protection of airways: usually not required. If the working environment is not ventilated wear mask.  
Eye protection: in the case of working with the material at high temperatures protect your eyes with 
safety glasses.  
Hand protection: in the case of working with the material at high temperatures protect your hands 
with gloves. 
Other information: At work, not drinking and not smoking. Wash your hands always a fine job. 
Ensure proper personal hygiene.  
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9.PHYSICAL AND CHEMICAL PROPERTIES 
 
APPEARENCE: SOLID FILM, YELLOW – GOLD, 
ODOUR: ODOURLESS 
MELTING POINT:  BETWEEN 420° AND 1084°C  
BOILING POINT: BETWEEN 907° AND 2567 °C 
DENSITY: 8,67 kg / dm3 

SOLUBILITY: not soluble in water 
 
10. STABILITY AND REACTIVITY  
 
STABILITY: stable 
 
INCOMPATIBILITIES: STRONG OXIDIZING AGENTS 
 
HAZARDOUS COMBUSTION OR DECOMPOSITION PRODUCTS: TOXIC FUMES OF 
CARBON MONOXIDE, CARBON DIOXIDE.  
 
11. TOXICOLOGICAL INFORMATION 
 
MAY BE HARMFUL BY INHALATION, INGESTION, OR SKIN ABSORPTION. 
MAY CAUSE EYE OR SKIN IRRITATION.  
 
 
 
12. ECOLOGICAL INFORMATION  
 
DATA NOT YET AVAILABLE  
13. DISPOSAL CONSIDERATION  
 
OBSERVE ALL FEDERAL, STATE AND LOCAL ENVIRONMENTAL REGULATIONS.  
 
 
14. TRANSPORT INFORMATION  
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NOT A DANGEROUS PRODUCT IN ACCORDANCE TO TRANSPORT REGULATIONS  
 
15. REGOLATORY INFORMATION   
Reg. CE 1907/2006 
 
 
 

 
The data and information contained in this Material Safety Data Sheet is provided to the best of our knowledge and 
ability on existing hazards, properties and handling of this product as recommended.  It is recommended that the user 
tests the product according to its purpose.  The user is responsible for the proper, safe and lawful use of this product.  
The information contained in this MSDS is subject to change without further notice. ©20 
 



        
                      

 
PRODUCT SPECIFICATION SHEET 

 

 
Product Description   : SPARKO LEAF  
 
Product Code    : NONE 
             

 
Paper-like item used to provide outermost metallic finish over metallic basecoats.  
 

 
Bedroom Furniture, Billiard Tables, Bookshelves, Interior Doors, Dining and Kitchen Chairs, 
Dining Tables, Wall Units, Interior Wall Panels, Etc. Items made of timber/wood, rattan,  
 

 
Colour Availability    : SOLID FILM, YELLOW – GOLD 
Compatibility : Suitable for Nitrocellulose (NC), Vinyl, and 

Polyurethane (PU) coatings. 
     

 
Composition: 
86% Copper 
14 % Zinc 
 
ODOUR: ODOURLESS 
MELTING POINT:  BETWEEN 420° AND 1084°C  
BOILING POINT: BETWEEN 907° AND 2567 °C 
DENSITY: 8,67 kg / dm3 

 

 
Proper personal protective equipment must be worn while using this product. Store away from 
heat, sun light, humidity, and evaporative chemicals. Once the box has been opened, ensure to  
 

CHEMICAL IDENTIFICATION

TECHNICAL SPECIFICATIONS 

HEALTH AND SAFETY

PRODUCT FEATURES 

SUITABLE WOOD-BASED SUBSTRATES

CHARACTERISTICS 



 

keep away from direct sunlight and to store in a temperature between 20˚C-25˚C and absolutely 
under 60% humidity. 

The information contained in this product specification sheet has been provided based on our laboratory results. The type, quality and characteristics of 
substrates used, the environment of the end-user, individual systems or processes employed by the end-user and other conditions are elements which are 
beyond our control and we therefore recommend that the end-user test the product for the specific application, substrate required under the en-users 
environment and other working conditions. Sparko will not be held liable for damages to the improper use of our products. All information stated above 
are subject to change without prior notice. ©20 


